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IST-11WM200

torque value

torque set lock ring

A
B

socket size

INTERCHANGEABLE HEAD TORQUE WRENCHES

According to DIN ISO 6789, ASME B107.300
All-metal construction, sturdy and durable

ATTENTION: CLOCKWISE
OPERATION ONLY

To be continued

SPECIFICATION

IST-11WM12

IST-11WM30

IST-11WM60

IST-11WM125

IST-11WM200

IST-11WM335

IST-11WM500

IST-11WM800

IST-11WM1000

IST-11WM1500

IST-11WM2000

IST-11WM3000

Code

0.05N.m

0.1N.m

0.5N.m

0.5N.m

1N.m

1N.m

2.5N.m

4N.m

5N.m

5N.m

10N.m

15N.m

Graduation

284mm

303mm

372mm

427mm

460mm

520mm

855mm

1055mm

1055mm

1249mm

1249mm

1249mm

Length

580g

720g

860g

940g

1060g

1200g

5000g

5900g

5900g

9000g

9000g

10300g

Weight

±6% (<10N.m)
±4% (   10N.m)

±4%

±4%

±4%

±4%

±6% (<10N.m)
±4% (   10N.m)

±4%

±4%

±4%

±4%

±4%

±4%

Accuracy

2.5~12N.m

6.0~30N.m

10~60N.m

25~125N.m

40~200N.m

65~335N.m

100~500N.m

160~800N.m

200~1000N.m

300~1500N.m

400~2000N.m

600~3000N.m

Range (clockwise)

12×9mm

12×9mm

12×9mm

12×9mm

18×14mm

18×14mm

32×24mm

32×24mm

32×24mm

36×27mm

36×27mm

36×27mm

Socket size (A×B)

IST-11WM-R1 1/4"

IST-11WM-R3 1/2"

IST-11WM-R2 3/8"

IST-11WM-R4 3/4"

IST-11WM-R5 3/4"

IST-11WM12
IST-11WM30

IST-11WM200
IST-11WM335

IST-11WM12
IST-11WM30
IST-11WM60
IST-11WM125

IST-11WM200
IST-11WM335

IST-11WM500
IST-11WM800

 IST-11WM1000

 IST-11WM1500
 IST-11WM2000
 IST-11WM3000

IST-11WM-R6 1"

RATCHET HEAD (optional)

Applicable 
wrenches

Square 
driver

Code

*
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square driver

D

IST-PW60

torque value

torque set lock ring

square driver

D

IST-9WM200

ATTENTION: CLOCKWISE
OPERATION ONLY

According to DIN ISO 6789, 
ASME B107.300
All-metal construction,
sturdy and durable

TORQUE WRENCHES

PRESET TORQUE WRENCHES

torque adjustment tool 
(optional)

*Adjust to a fixed torque value according to customer requirements before delivery

±3%

1960g

1/2"

691mm

IST-PW340

65~340N.m

 

IST-PW650

±4%

2800g

3/4"

910mm

150~650N.m

IST-PW800

±4%

3/4"

5000g

1037mm

160~800N.m

IST-PW1000A

±4%

6000g

3/4"

1265mm

200~1000N.m

IST-PW1000B

1"

6000g

1265mm

±4%

200~1000N.m

 ±3%

3/4"

2800g

910mm

IST-PW500

100~500N.m

Code

Adjustable range

Accuracy

Square driver (D)

Length

Weight

*

SPECIFICATION

±3%

450g

1/4"

184mm

IST-PW12

2.5~12N.m

 

IST-PW30

±3%

500g

3/8"

214mm

6~30N.m

IST-PW60

±3%

3/8"

560g

255mm

10~60N.m

IST-PW125

±3%

790g

3/8"

366mm

25~125N.m

IST-PW200

1/2"

1200g

457mm

±3%

40~200N.m

 ±3%

1/4"

450g

184mm

IST-PW20

4~20N.m

Code

Adjustable range

Accuracy

Square driver (D)

Length

Weight

*

Torque is preset, to prevent adjustment by
mistake during use
The torque is set at the factory before delivery. 
Customers can also set the torque with torque
adjustment tool (IST-PW-TOOL, optional) and 
digital torque testers (IST-TT□□□, optional)
Clockwise operation only

ATTENTION: CLOCKWISE
OPERATION ONLY

IST-PW-TOOLTorque adjustment tool

OPTIONAL ACCESSORY

IST-9WM60

±4%

3/8"

960g

388mm

0.5N.m

10~60N.m

IST-9WM30

820g

3/8"

318mm

0.2N.m

6~30N.m

±6% (<10N.m)
±4% (≥10N.m)

SPECIFICATION

Code

Accuracy

Graduation

Range (clockwise)

Length

Weight

Square driver (D)

680g

1/4"

290mm

IST-9WM12

0.1N.m

2.5~12N.m

IST-9WM100

±4%

1040g

1/2"

443mm

0.5N.m

20~100N.m

IST-9WM125

1/2"

1040g

443mm

±4%

0.5N.m

25~125N.m

1/4"

680g

290mm

IST-9WM20

4~20N.m

0.1N.m

±4%

1160g

1/2"

468mm

1N.m

40~200N.m

IST-9WM200

±6% (<10N.m)
±4% (≥10N.m)

±6% (<10N.m)
±4% (≥10N.m)

IST-9WM1000

±4%

3/4"

5N.m

200~1000N.m

5900g

1055mm

IST-9WM800

±4%

3/4"

4N.m

160~800N.m

5900g

1055mm

Code

Accuracy

Graduation

Range (clockwise)

Square driver (D)

±4%

1/2"

IST-9WM335

1N.m

65~335N.m

IST-9WM1500

±4%

1"

5N.m

300~1500N.m

IST-9WM2000

1"

±4%

10N.m

400~2000N.m

±4%

3/4"

IST-9WM500

100~500N.m

2.5N.m

±4%

1"

15N.m

600~3000N.m

IST-9WM3000

Length

Weight 1300g

528mm

9200g

1260mm

9200g

1260mm

5000g

855mm

10500g

1260mm

583
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dial with metric and inch scales

peak value 
indicator

square driver

D

IST-DW70

DIGITAL TORQUE ADAPTERS (WITH ANGLE DETECTION)

OPTIONAL ACCESSORY

IST-SD-CABLECalibration cable

SPECIFICATION

Code

Accuracy

Square driver (L)

Power supply

Length

Weight

IST-5W30A

6~30N.m

0~999°

±3%

±4%

±2° (rotate at 90°)

0.01N.m

1°

1/4"

2xAAA batteries

Ø85×60mm

150g

IST-5W135A

27~135N.m

0.1N.m

3/8"

Ø85×75mm

220g

IST-5W200A

40~200N.m

0.1N.m

1/2"

Ø85×80mm

240g

IST-5W340A

68~340N.m

0.1N.m

1/2"

Ø85×80mm

240g

Resolution

Range
torque

angle

clockwise

counter-clockwise

angle

torque

angle

Clockwise and counter-clockwise operation
After reaching the desired torque, turn the 
wrench at a angle to apply extra torque
Unit: N.m, in.lb, ft.lb, kg.cm, degree
Peak and track working modes
Target torque or angle value can be set, with audible 
and visible alarm: 
- Green LED light on and buzzer sounds when torque 
  or angle value is 80%~100% of target torque or angle
- Both green and red LED light on and buzzer sounds 
  when target torque or angle value is reached
Power off in 2 minutes automatically
Memory 50 measurement values for browsing
With overload record (once the torque reaches 
110% of the maximum range) calibration port

LCD display

red alarm LED

buzzer

buttons

green alarm LED

square socket

square driver

square socket

IST-5W135A

working with mechanical wrenches

VIDEO

DIAL TORQUE WRENCHES

Clockwise and counter-clockwise operation
According to DIN ISO 6789, ASME B107.300

SPECIFICATION

0.05N.m
0.5in.lb

0.7~3.5N.m
6~30in.lb

IST-DW3D5

±3%

254mm

480g

1/4"

Code

Accuracy

Length

Weight

Graduation

Range

Square driver (D)

0.1N.m
1in.lb

1.8~9N.m
15~75in.lb

IST-DW9

±3%

254mm

480g

1/4"

0.2N.m
2in.lb

3.6~18N.m
30~150in.lb

IST-DW18

±3%

254mm

480g

3/8"

0.5N.m
5in.lb

7~35N.m
60~300in.lb

IST-DW35

±3%

254mm

480g

3/8"

1N.m
10in.lb

14~70N.m
120~600in.lb

IST-DW70

±3%

378mm

820g

3/8"

2N.m
1ft.lb

28~140N.m
20~100ft.lb

IST-DW140

±3%

546mm

1300g

1/2"

3N.m
2.5ft.lb

48~240N.m
35~175ft.lb

IST-DW240

±3%

546mm

1300g

1/2"

2.5N.m
2.5ft.lb

70~350N.m
50~250ft.lb

IST-DW350

±3%

546mm

1300g

1/2"

6N.m
5ft.lb

96~480N.m
70~350ft.lb

IST-DW480

±3%

708mm

4030g

3/4"

0.02N.m
0.2in.lb

0.36~1.8N.m
3~16in.lb

IST-DW1D8

±3%

254mm

480g

1/4"
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