
554

       weight block A

stage

load handle

column

durometer 
is optional

lifting screw

OPTIONAL ACCESSORY

Weight block D (for ISH-DSD) ISH-DS-W4

TEST STAND FOR DIGITAL SHORE DUROMETERS
CODE ISH-DS-STANDA

For digital shore durometers (code ISH-DSA, ISH-DSD 
and ISH-DSOO)
Perform repeatable hardness measurement due to fewer 
possibilities of human error or measurement variations
Special structure for stable loading
Weight block A (included) is for ISH-DSA, 
weight block D (optional) is for ISH-DSD,
remove weight block for ISH-DSOO weight block D 

(optional) 
for ISH-DSD

STANDARD DELIVERY

Test stand

Weight block A (for ISH-DSA)

1 pc

1 pc

SPECIFICATION

Stage diameter

Max. workpiece height

Max. testing width

Dimension

Weight

Ø115mm

45mm

63mm (from test point to the column)

Ø195×370mm

5.61kg

According to ISO868, ISO7619, ASTM D 2240
With peak value indicator
Handhold use or work with test stand 
(code ISH-OS2)

SPECIFICATION

ISH-S30D

Shore D

0~100HD

1HD

±0.5HD

soft plastic, soft rubber, etc. hard plastic, hard rubber, etc.

Code

Scale

Measuring range

Resolution

Accuracy

Indenter protrusion

Weight

*
Test material

ISH-S30A

Shore A

0~100HA

1HA

±0.5HA

2.5mm

184g

* Use ISH-S30D when measuring result is higher than 90HA
Use ISH-S30A when measuring result is lower than 20HD

SHORE DUROMETERS

MADE IN EUROPE

VIDEO

 ISH-S30A

peak value 
indicator

blunt taper 
indenter

Ø0.79mm

35°

ISH-S30D sharp point 
indenter

30°

SR0.1mm

Ø18.00mm Ø18.00mm
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1kg weight
block

stage

load 
handle

column

durometer 
is optional

OPTIONAL ACCESSORY

4kg weight block (for ISH-S30D) ISH-OS2-W4

calibration block 
(included)

4kg weight block 
(optional) for ISH-S30D

For shore durometers (code ISH-S30A and ISH-S30D)
Perform repeatable hardness measurement due to fewer 
possibilities of human error or measurement variations
Special structure for stable loading
1kg weight block (included) is for ISH-S30A, 
4kg weight block (optional) is for ISH-S30D

TEST STAND FOR SHORE DUROMETERS
CODE ISH-OS2

MADE IN EUROPE

STANDARD DELIVERY

Test stand

1kg weight block (for ISH-S30A)

Calibration block

1 pc

1 pc

1 pc

VIDEO

According to ISO868, ISO7619, ASTM D 2240
With peak value indicator
Optional accessory: 
test stand ISH-STAC and ISH-STD

SHORE DUROMETERS

SPECIFICATION

Code

Scale

10~90HA

ISH-SAM

Shore A

Measuring range

Graduation

Indenter protrusion

Dimension

Weight

Application

ISH-SDM

20~90HD

Shore D

1HD

nature rubber, soft elastomer, etc. hard rubber, plastic, hard elastomer, etc.

1HA

2.5mm

115×60×25mm

160g

* Use ISH-SDM when measuring result is higher than 90HA
Use ISH-SAM when measuring result is lower than 20HD

* VIDEO

 ISH-SAM

peak value
 indicator

blunt taper 
indenter

Ø0.79mm

35°

Ø18.10mm

ISH-SDM

peak value 
indicator

sharp point 
indenter

30°

SR0.1mm

Ø18.10mm

calibration block 
(optional)

OPTIONAL ACCESSORY

Calibration block ISH-DS-BLOCK

23

SPECIFICATION

Stage diameter

Max. workpiece height

Max. testing width

Dimension

Weight

Ø98mm

180mm

115mm (from test point to the column)

Ø200×500mm

18kg
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ISH-STD

weight block

durometer 
is optional

ISH-STAC

weight block

durometer 
is optional

TEST STANDS FOR SHORE DUROMETERS

For shore durometers 
(code ISH-SAM and ISH-SDM)
Perform repeatable hardness 
measurement due to fewer possibilities 
of human error or measurement variations

VIDEO

SPECIFICATION

Code

Applicable durometer

Stage diameter 

Max. workpiece height

Max. testing width

Weight block

ISH-STD

ISH-SDM

Ø100mm

75mm 

65mm (from test point to the column)

5kg

ISH-STAC

ISH-SAM

Ø100mm

75mm 

65mm (from test point to the column)

1kg

FRUIT HARDNESS TESTER

Measure the hardness of apples, pears, strawberries and grapes, etc.
The degree of ripeness can be judged by measuring the hardness of the fruit 

SPECIFICATION

Code

9643-4

Range
20.5-4kg/cm

5(0.5-4×10 Pa)

Graduation
20.02kg/cm

5(0.02×10 Pa)

Probe diameter

Ø3.5mm

Accuracy

±2%

Probe depth

10mm

Dimension

151×55×30mm

Weight

0.2kg

9643-4

1
0
m

m

Ø3.5mm
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HARDNESS TEST BLOCKS

Supplied with manufacturer inspection certificate

Vickers Leeb

To be continued

Rockwell

Rockwell hardness test blocks

Code Type Hardness

HRA

HRB

HRC

HRC

HRC

HRD

HRD

HRD

HRE

HRF

HRG

HRG

80-84

88-100

20-30

35-55

60-70

40-47

55-63

70-75

107-114

105-114

57-82

80-94

HDT-B-HRA

HDT-B-HRB

HDT-B-HRC1

HDT-B-HRC2

HDT-B-HRC3

HDT-B-HRD1

HDT-B-HRD2

HDT-B-HRD3

HDT-B-HRE

HDT-B-HRF

HDT-B-HRG1

HDT-B-HRG2

HDT-B-HR15N1

HDT-B-HR15N2

HDT-B-HR15N3

HDT-B-HR30N1

HDT-B-HR30N2

HDT-B-HR30N3

HDT-B-HR45N1

HDT-B-HR45N2

HDT-B-HR45N3

HDT-B-HR15T

HDT-B-HR30T

HDT-B-HR45T

Rockwell superficial hardness test blocks

Code Type Hardness

HR15N

HR15N

HR15N

HR30N

HR30N

HR30N

HR45N

HR45N

HR45N

HR15T

HR30T

HR45T

70-77

78-88

89-91

42-54

55-73

74-80

20-31

32-61

63-70

88-93

73-82

58-72

HDT-B-HV5A

HDT-B-HV5B 

HDT-B-HV5C

HDT-B-HV5D

HDT-B-HV5E

HDT-B-HV5F

HDT-B-HV5G

HDT-B-HV10A

HDT-B-HV10B

HDT-B-HV10C

HDT-B-HV10D

HDT-B-HV10E

HDT-B-HV10F

HDT-B-HV10G

HDT-B-HV30A

HDT-B-HV30B

HDT-B-HV30C

HDT-B-HV30D

HDT-B-HV30E

HDT-B-HV30F

HDT-B-HV30G

HDT-B-HV50A

HDT-B-HV50B

HDT-B-HV50C

HDT-B-HV50D

HDT-B-HV50E

HDT-B-HV50F

HDT-B-HV50G

HDT-B-HV100A

HDT-B-HV100B

HDT-B-HV100C

HDT-B-HV100D

HDT-B-HV100E

HDT-B-HV100F

HDT-B-HV100G

HV5

HV5

HV5

HV5

HV5

HV5

HV5

HV10

HV10

HV10

HV10

HV10

HV10

HV10

HV30

HV30

HV30

HV30

HV30

HV30

HV30

HV50

HV50

HV50

HV50

HV50

HV50

HV50

HV100

HV100

HV100

HV100

HV100

HV100

HV100

Vickers hardness test blocks

175-200

200-300

300-400

400-500

500-600

600-700

700-750

175-200

200-300

300-400

400-500

500-600

600-700

700-750

175-200

200-300

300-400

400-500

500-600

600-700

700-750

175-200

200-300

300-400

400-500

500-600

600-700

700-750

175-200

200-300

300-400

400-500

500-600

600-700

700-750

Code Type Hardness

ShoreMicro-Vickers Brinell
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Continued from pevious page

Micro-Vickers hardness test blocks

200-300

300-400

400-500

500-600

600-700

700-750

200-300

300-400

400-500

500-600

600-700

700-750

200-300

300-400

400-500

500-600

600-700

700-750

200-300

300-400

400-500

500-600

600-700

700-750

200-300

300-400

400-500

500-600

600-700

700-750

200-300

300-400

400-500

500-600

600-700

700-750

HDT-B-HV005A

HDT-B-HV005B

HDT-B-HV005C

HDT-B-HV005D

HDT-B-HV005E

HDT-B-HV005F

HDT-B-HV01A

HDT-B-HV01B

HDT-B-HV01C

HDT-B-HV01D

HDT-B-HV01E

HDT-B-HV01F

HDT-B-HV02A

HDT-B-HV02B

HDT-B-HV02C

HDT-B-HV02D

HDT-B-HV02E

HDT-B-HV02F

HDT-B-HV03A

HDT-B-HV03B

HDT-B-HV03C

HDT-B-HV03D

HDT-B-HV03E

HDT-B-HV03F

HDT-B-HV05A

HDT-B-HV05B

HDT-B-HV05C

HDT-B-HV05D

HDT-B-HV05E

HDT-B-HV05F

HDT-B-HV1A

HDT-B-HV1B

HDT-B-HV1C

HDT-B-HV1D

HDT-B-HV1E

HDT-B-HV1F

HV0.05

HV0.05

HV0.05

HV0.05

HV0.05

HV0.05

HV0.1

HV0.1

HV0.1

HV0.1

HV0.1

HV0.1

HV0.2

HV0.2

HV0.2

HV0.2

HV0.2

HV0.2

HV0.3

HV0.3

HV0.3

HV0.3

HV0.3

HV0.3

HV0.5

HV0.5

HV0.5

HV0.5

HV0.5

HV0.5

HV1

HV1

HV1

HV1

HV1

HV1

Type HardnessCode

*  The actual value may be slightly different when delivered

Shore hardness test blocks

HDT-B-SD

Code

HDT-B-SA SA

Type

SD

Hardness*
6 pcs/set 
(30, 40, 50, 60, 70, 80)

3 pcs/set (15, 30, 90)

Leeb hardness test blocks

HDT-B-HLD1

HDT-B-HLD2

HDT-B-HLD3

HDT-B-HLG1

HDT-B-HLG2

HLD

HLD

HLD

HLG

HLG

490-570

590-670

750-830

460-540

550-630

Code Type Hardness

Brinell hardness test blocks

Code Type Hardness

HDT-B-HB10A1

HDT-B-HB10A2

HDT-B-HB10A3

HDT-B-HB10A4

HDT-B-HB10A5

HDT-B-HB10A6

HDT-B-HB10B1

HDT-B-HB10B2

HDT-B-HB10B3

HDT-B-HB10B4

HDT-B-HB10B5

HDT-B-HB10B6

HDT-B-HB10C1

HDT-B-HB10C2

HDT-B-HB10C3

HDT-B-HB10C4

HDT-B-HB10D1

HDT-B-HB10D2

HDT-B-HB10D3

HDT-B-HB10D4

HDT-B-HB25A1

HDT-B-HB25A2

HDT-B-HB25A3

HDT-B-HB25A4

HDT-B-HB25A5

HDT-B-HB25A6

HDT-B-HB25B1

HDT-B-HB25B2

HDT-B-HB25B3

HDT-B-HB25B4

HDT-B-HB5A1

HDT-B-HB5A2

HDT-B-HB5A3

HDT-B-HB5A4

HDT-B-HB5A5

HDT-B-HB5A6

HDT-B-HB5B1

HDT-B-HB5B2

HDT-B-HB5B3

HDT-B-HB5B4

HBW10/3000

HBW10/3000

HBW10/3000

HBW10/3000

HBW10/3000

HBW10/3000

HBW10/1500

HBW10/1500

HBW10/1500

HBW10/1500

HBW10/1500

HBW10/1500

HBW10/1000

HBW10/1000

HBW10/1000

HBW10/1000

HBW10/500

HBW10/500

HBW10/500

HBW10/500

HBW2.5/187.5

HBW2.5/187.5

HBW2.5/187.5

HBW2.5/187.5

HBW2.5/187.5

HBW2.5/187.5

HBW2.5/62.5

HBW2.5/62.5

HBW2.5/62.5

HBW2.5/62.5

HBW5/750

HBW5/750

HBW5/750

HBW5/750

HBW5/750

HBW5/750

HBW5/250

HBW5/250

HBW5/250

HBW5/250

100-200

200-300

300-400

400-500

500-600

600-650

100-200

200-300

300-400

400-500

500-600

600-650

90-200

200-300

300-400

400-450

90-200

200-300

300-400

400-450

100-200

200-300

300-400

400-500

500-600

600-650

90-200

200-300

300-400

400-450

100-200

200-300

300-400

400-500

500-600

600-650

90-200

200-300

300-400

400-450
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